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For your records 

Record the serial number, found on the back of the unit, in the 
spaces designated on the warranty card, and in the space pro- 
vided below. Refer to the model and serial numbers whenever 
you call upon your dealer for information or service on this prod- 
uct. 

Model MS-A?7 Serial Number 


Unpacking 

Unpack the unit carefully and make sure that all accessaries are 
put aside so they will not be lost. 

Examine the unit for any possibility of shipping damage. If your 
unit is damaged or fails to operate, notify your dealer immedi- 
ately. If your unit was shipped to you directly, notify the ship- 
ping company without delay. Only the consignee (the person or 
company receiving the unit) can file a claim against the carrier 
for shipping damage. 

We recommend that you retain the original carton and packing 
materials for use should you transport or ship the unit in the 
future. 


When your unit needs to be repaired, bring the entire set 
(Speaker excluded) to your dealer. 


The marking of products using lasers 
(Except for some areas.) 


CLASS 1 
LASER PRODUCT 


The label! is attached to the back panel and says that the compo- 
nent uses laser beams that have been classified as Class 1. It 
means that the unit is utilizing laser beams that are of a weaker 
class. There is no danger of hazardous radiation outside the 
unit. 


Accessories 


Remote control unit 
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Caution: Read the pages marked A carefully to ensure safe operation. 


WARNING NOTICE: 

IN MOST CASES IT IS AN INFRINGEMENT OF COPYRIGHT TO 
MAKE COPIES OF TAPES OR DISCS WITHOUT THE PERMIS- 
SION OF THE COPYRIGHT OWNERS. ANYONE WISHING TO 
COPY COMMERCIALLY AVAILABLE TAPES OR DISCS 
SHOULD CONTACT THE MECHANICAL COPYRIGHT PROTEC- 
TION SOCIETY LIMITED OR THE PERFORMING RIGHTS SOCI- 
ETY LIMITED. 


For the U.S.A. 

Note to CATV system installer: 

This reminder is provided to call the CATV system installer‘s 
attention to Article 820-40 of the NEC that provides guide-lines 
for proper grounding and, in particular, specifies that the cable 
ground shall be connected to the grounding system of the build- 
ing, as close to the point of cable entry as practical. 
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For the U.S.A. and Canada 


Important! 


Units shipped to the U.S.A. and Canada are designed for 
operation on 120 volts AC only. 


CAUTION: TO PREVENT ELECTRIC SHOCK DO NOT USE 
THE AC PLUG WITH AN EXTENSION CORD, RECEPTACLE OR 
OTHER OUTLET UNLESS THE BLADES CAN BE FULLY 
INSERTED TO PREVENT BLADE EXPOSURE. 


For the United Kingdom 


Important! 


Units shipped to the U.K. are designed for operation on 
240 volts AC only. 


Factory fitted moulded mains plug 


1. The mains plug contains a fuse. For replacement, use only a 13-Amp 
ASTA-approved (BS1362) fuse. 


2. The fuse cover must be refitted when replacing the fuse in the 
moulded plug. 


3, Do not cut off the mains plug from this equipment. if the plug fitted 
is not suitable for the power points in your home or the cable is too 
short to reach a power point, then obtain an appropriate safety 
approved extension lead or adapter, or consult your dealer. 

If nonetheless the mains plug is cut off, ramove the fuse and 
dispose of the plug immediately, to avoid a possible shack hazard 
by inadvertent connection to the mains supply. 


A, Gaution: Read this page carefully 


oC 
For Australia 


Important! 


Units shipped to Australia are designed for operation on 240 V AC 
only. 


For other countries 


Important! 


Units shipped to countries other than the above countries are equipped 
with an AC voltage selector switch on the back cover. Refer to the 
following paragraph for the proper setting of this switch. 


AC voltage selection 

This unit operates on 110-120 or 220-240 valts AC. The AC voltage 
selector switch on the back cover is set to the voltage that prevails 
in the area to which the unit is shipped. Before connecting the 
power cord to your AC outlet, make sure that the setting position of 
this switch matches your line voltage. If not, it must be set to your 
voltage in accordance with the following direction. 


Note: ——____—_ ANY ma 
Our warranty does not cover damage caused by excessive line 


voltage due to improper setting of the AC voltage selector switch. 


AC voltage selector switch 


AC1iC- 
VOLTAGE 120V & 


SELECTOR AC220-¥ 
240V¥ 


Move switch lever to match your line valtage with 
a small screwdriver or other pointed tocl., 


TO RAIN OR MOISTURE. 


CAUTION 


RISK OF ELECTRIC SHOCK 
6O NOT OPEN 


CAUTION: TO REDUCE THE RISK OF ELECTRIC SHOCK, DO NOT REMOVE 
COVER (OR BACK). NO USER-SERVICEABLE PARTS INSIDE, REFER SER- 
VICING TO QUALIFIED SERVICE PERSONNEL. 


THE LIGHTNING FLASH WITH ARROWHEAD SYMBOL, WITHIN AN EQUILATERAL TRIANGLE, 
IS INTENDED TO ALERT THE USER TO THE PRESENCE OF UNINSULATED "DANGEROUS VOL- 
TAGE" WITHIN THE PRODUCT'S ENCLOSURE THAT MAY BE OF SUFFICIENT MAGNITUDE 
TO CONSTITUTE A RISK OF ELECTRIC SHOCK TO PERSONS. 


THE EXCLAMATION POINT WITHIN AN EQUILATERAL TRIANGLE IS INTENDED TO ALERT THE 


USER TO THE PRESENCE OF IMPORTANT OPERATING AND MAINTENANCE (SERVICING) IN- 
STRUCTIONS IN THE LITERATUBE ACCOMPANYING THE APPLIANCE. 


to 


Please read all of the safety and operating instructions 
before operating this appliance. Adhere to all warnings on 
:: 4 = the appliance and in the instruction manual. Follow all the 
| safety and operating instructions. These safety and 
# operating instructions should be retained for future 


reference, 


1. 


Power sources — The appliance should be connected to 
a power supply only of the type described in the instruction 
manual or as marked on the appliance. If you are not sure 
of the type of power supply to your home, consult your 
appliance dealer or local power company. For appliances 
intended to operate from battery power, or other sources, 
refer to the instruction manual. 


Power-cord protection~ Power-supply cords should 
be routed so that they are not likely to be walked on 
or pinched by items placed upon or against them, 
pay particular attention to cords at plugs, convenience 
receptacies, and the point where they exit from the 
appliance, 


Never pul! or stretch 
the cord. 


CAUTION - Polarization — This appliance may be 
equipped with a polarized alternating-current line plug {a 
plug having one blade wider than the other). This plug will 
fit into the power outlet only one way. This is a safety 
future. If you are unable to insert the plug fully into the 
outlet, try reversing the plug. If the plug should still fail to 
fit, contact your electrician to replace your obsolete outlet. 
Do not defeat the safety purpose of the polarized plug. 


Ventilation — Slots and openings in the cabinet are 
provided for ventilation and to ensure reliable operation of 
the appliance and to protect it from overheating, and these 
openings must not be blocked or covered. The appliance 
should be situated so that its location or position does not 
interfere with its proper ventilation. 

To maintain good ventilation, do not put records or a table- 
cloth on the appliance. Place the appliance at least 10 cm 
away from the wallis, 

Do not use the appliance on a bed, sofa, rug or similar 
surface that may block the ventilation openings. This 
appliance should not be placed in a built-in installation such 
as a bookcase or rack unless proper ventilation is provided 
or the manufacturer's instructions have been adhered to. 


Water and moisture -— The appliance should not be 
used near water - for example, near a bathtub, 
washbowl, kitchen sink, !aundry tub, in a wet 
basement, or near a swimming pool, etc. 


this page care uly ta 
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6. Temperature — The appliance may not function 


properly if used at extremely low, or freezing 
temperatures. The ideal ambient temperature ts 
above +5°C (41°F). 


. Heat - The appliance should be situated away from 


heat sources such as radiators, heat registers, stoves, 
or other appliances {including amplifiers) that produce 
heat. 


, Electric shock -— Care should be taken so that objects 


do not fall and liquid is not spilled into the enclosure 
through openings. !f a metal objects, such as a hair 
pin ora needle, comes into contact with the inside of 
this appliance, a dangerous electric shock may result. 
For families with children, never permit children to 
put anything, especially metal, inside this appliance. 


9. Enclosure removal — Never remove the enclosure. 


lf the internal parts are touched accidentally, aserious 
electric shock might occur. 


10.Magnetic fields - Keep the appliance away from 


sources of magnetic fields such as TV sets, speaker 
systems, radios, motorized toys or magnetized 
objects. 


11.Cleaning -— Unplug this appliance from the wall 


outlet before cleaning. Do not use volatile solvents 
such as alcohol, paint thinner, gasoline, or benzine, 
etc, to clean the cabinet. Use a clean dry cloth. 


12. Accessories — Do not place this appliance on an unstable 


cart, stand, tripod, bracket, or table. The appliance may fall, 

causing serious injury to a child or adult, and serious 
damage to the appliance. Use only with a cart, stand, 

tripod, bracket, or table recommended by the manufacturer, 

or sold with the appliance. Any mounting of the appliance 

should follow the manufacturer's instructions, and should 

use a mounting accessory recommended by the 
manufacturer. An appliance and cart combination should 

be moved with care. Quick stops, excessive force, and 

uneven surfaces may cause the appliance and cart 
combination to overturn. 


13. Lightning — For added protection for this appliance during 
alightning storm, or when it ts left unattended and unused 
for long periods of time, unplug it from the wall outlet and 
disconnect the antenna or cable system. This will prevent 
damage to the appliance due to lightning and power-line 
surges. 


14.Abnormai smell ~ |f an abnormal smell or smoke is 
detected, immediately turn the power OFF andunplug 
the appliance from the wall outlet. Contact your dealer or 
nearest service center. OFF! 


rT; 


15.Damage requiring service — The appliance should 
be serviced by qualified service personnel when: 
A. The power-supply cord or the plug has been 
damaged. 
B. Objects have fallen, or liquid has been spilled into 
the appliance. 
C. The appliance has been exposed to rain or water. 
D. The appliance does not appear to operate normally 
by following the instruction manual. Adjust only those 
controls that are covered by the instruction manual as an 
improper adjustment of other controls may result in damage 
and will often require extensive work by a qualified 
technician to restore the appliance to its normal operation. 
E. The appliance has been dropped, or the enclosure 
damaged. 
F. Theappliance exhibits a marked change in performance. 


16.Servicing ~ The user should not attempt to service 
the appliance beyond that described in the instruction 
manual. All ather servicing should be referred to 
qualified service personnel. 


17.Outdoor antenna grounding-~ If an outside antenna 
is connected to the appliance, be sure the antenna 
system is grounded so as to provide some protection 
against voltage surges and built up static charges. 
Article 810 of the National Electrical Code ANSI/ 
NFPA 70, provides information with respect to proper 
grounding of the mast and supporting structure, 
grounding of the jead-in wire to an antenna discharge 
unit, size of grounding conductors, location of antenna 
discharge unit, connection to grounding electrodes, 
and requirements for the grounding electrode, See 
Figure. 


EXAMPLE OF ANTENNA GROUNDING AS PER NATIONAL 
ELECTRICAL CODE . 


GROUND 


DISCHARGE UNIT 
{NEC SECTION 810-20) 


ELECTRIC 
SERVI 
EQUIPMENT 
(NEC SECTION 810-21} 
GROUND CLAMP 
a ———~ BOWER SERVICE GROUNDING 


ELECTRODE SYSTEM 
(NEC ART 250, PART H} 


NEC - NATIONAL ELECTRICAL CODE 


18.Power lines — An outside antenna system should not be 
located in the vicinity of overhead power lines or other 
electric light or power circuits, or where it can fallintosuch —~ 
power lines or circuits. When installing an outside antenna 
system, extreme care should be taken to keep from 
touching such power lines or circuits as contact with them 
might be fatal. 


19. Overloading ~ Do not overload wall outlets, extension 
cords, or integral convenience receptacles as this can 
result in a risk of fire or electric shock. 


20. Attachment -— Do not use attachments not recommended 
by the appliance manufacturer as they may cause hazards. 


21. Replacement parts—When replacement parts are required, 
be sure the service technician has used replacement parts 
specified by the manufacturer or have the same 
characteristics as the original parts. Unauthorized 
substitutions may result in fire, electric shock, or other 
hazards. 


22. Safety check — Upon completion of any service or repairs 
to this appliance, ask the service technician to perform 
safety checks to determine that the appliance is in proper 
operating condition. 


For the U.S.A. 


CAUTION: 

Use of controls or adjustments or performance of procedures other 
than those specified herein may result in hazardous radiation 
exposure. 


Incompliance with Federal Regulations, following are reproductions 
of labels on, or inside the product relating to laser product safety. 


[ KENWOOD CORPORATION 
SHIONOG] SHIBUYA BUILDING 17-5, 
2-CHOME, SHIBUYA, SHIBUYA-KU, 


KENWOOD CORP. CERTIFIES THIS EQUIPMENT 
CONFORMS TO DHHS REGULATIONS NO. 21 CFR 1040.10, 
CHAPTER |, SUBCHAPTER J. 


| 
! TOKYO, JAPAN 
| 
| 


LE 


Location: Back Panel 


Notes: 

1. ltem 3is not required except for grounded or polarized equipment. 

2. ltem 17 and 18 are not required except for units provided with 
antenna terminals. 

3. Item 17 complies with UL in the U.S.A. 
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mM Notes on cassette tape 


- Safety tab (accidental erasure prevention tab): 
After an important recording has been finished, break the 
safety tab, to prevent the recorded contents from being 
erased or recorded on accidentally. 


he For Aside 


To re-record Cover with adhesive tape. 


Notes: 
1. 120-minute cassette tape: 


Since a 120-minute cassette tape is very thin, the tape 
could adhere to the pinch roller or be easily cut. It is recom- 
mended that these tapes not be used with this unit to pre- 
vent possible damage. 


™@ Cleaning the head section 


ponents: 


- To store cassette tapes: 
Do not store the tapes in a place which is subject to di- 
_ rect sunlight, or near equipment that generates heat. 
Keep the cassette tapes away from any magnetic field. 


When there is slack in the tape: 
In such a case, insert a pencil into the reel hole and wind 
the reel hub to remove the siack. 


2. Endless tapes: : 
Do not use an endless tape, as this could damage the 
mechanism of the unit. 


Cleaning the heads and peripheral com- Demagnetizing the head 


When the recording/playback head is magne- 


Cotton swab For maintaining the best condition of the deck tized, the sound quality will be deteriorated. In 
and for longer service life, always keep the head = such a case, demagnetize the head using a 


Capstan 


Head 
Pinch roller 


Mi Disc handling precautions 


Handling 
Hold compact discs so that you do not 
touch the playing surface. 


Label side 
Playing side 


Do not attach paper or tape to either 
the playing side or the label side of 
compact discs. 


(recording/playback/erase), capstan and pinch commercially available demagnetizer (head 


roller clean. 
To clean them, perform the following: 
1. 


Open the cassette holder. 
2. Using a cotton swab dipped in alcohol, 
clean the head (recording/playback/erase)}, 
Tape guides capstan and pinch roller carefully. 


eraser). 


Note: 

There are precisely aligned parts around the 
heads, including the tape guides. 

When cleaning, pay special attention so as not 
to apply shock to them. 


Cleaning 

lf fingerprints or foreign matter become 
attached to the disc, lightly wipe the 
dise with a soft cotton cloth (or similar) 
from the center of the disc outwards in 
a radial manner. 


Storage 

When a disc is not to be played for a 
long period of time, remove it from the 
CD player and store it in its case. 


M@ Beware of condensation 


When water vapor comes into contact with the surface of cold Be especially careful in the following conditions: 
material, water drops are produced. * When the unitis brought from a cold place to a warm place, 


lf condensation occurs, correct operation may not be possible, and there is a large temperature difference. 
or the unit may not function correctly. When a heater starts operating. 


This is not a malfunction, however, and the unit should be dried. When the unit is brought from an air-conditioned place to a 

(To do this, turn the POWER switch ON and leave the unit as it place of high temperature with high humidity. 

is for several! hours.) - When there is a large difference between the internal tem- 
perature of the unit and the ambient temperature, or in con- 
ditions where condensation occurs easily. 


M@ Setting the channel space (only some areas) 


The space between broadcast stations is called the channel space. This space will differ depending on the country. 
You can set the proper channe! space for the country in which you will be using the unit, immediately after you insert 
the plug of the power cord into the power outlet. When you insert the power plug into the outlet: 


Operate with the POWER key being kept OFF. 
AM 
CHANNEL SPACE Either “STEP 9 kHz” or “STEP 10 kHz” will be displayed. 


[2] If “STEP $ kHz" is displayed and you wish 
to change to 10 kHz: —» 


lf "STEP 10 kHz” is displayed and you wish 
to change to9 kHz; —> 


Now, the setting operation is completed. 
The power is applied and either AM 531 kHz (for STEP 9 kHz) or 
AM 530 kHz (for STEP 10 kHz) is displayed. 
+ If the AM channel spaces are changed, the characteristics for FM band are also changed so that they match with those in the 
corresponding area. 


Dolby noise reduction system 

The Dolby noise reduction system was developed to reduce the tape hiss noise generated during playback. 

The optimum effect of the Dolby NR system is obtained when the same type NR system is used for both recording and playback. If a 
different type NR system is used, playback is not performed correctly. Make sure that the same type noise reduction system is used 
for both recording and playback, 

Dolby B NR 

The most pepular noise reduction system used in home audio components. Usually, Dolby NR system corresponds to 8 NR. 


Dolby noise reduction manufactured under license from Dolby Laboratories Licensing Corporation. 
“DOLBY” and the double-D symbol O0 are trademarks of Dolby Laboratories Licensing Corporation. 


b 


@) Push the lever. @ Insert the cord. @) Release the lever or 
Return the fever. 


How to assemble 


® 


Unfasten the bundle 


Insert 
The supplied antenna is for indoor use. Place it as far as possible from the main system, TV set, speaker cords and 


power cord, and set it to a direction which provides the best reception. 
It the reception is poor when the AM loop antenna is used, distribute a vinyl-coated wire of more than 6 meters 
outdoors, without disconnecting the loop antenna. 


@ FM indoor antenna connection 


The supplied antenna is for indoor use. For stable reception, remove the indoor antenna after installing an outdoor 
antenna as soon as possible. 

i) Find the position that provides best reception. 

@) Fix the end. 


m@ FM outdoor antenna connection 


It is recommended to install an exclusive FM outdoor antenna to capture FM broadcasts with high sound quality. 
Use a coaxial cable for the connection between the outdoor antenna and FM ANTENNA terminal on the rear panel. 
For the connection between the coaxial cable and FM ANTENNA terminal, please refer to page 9. 


i 
= 
I 


U.K. and Europe 


Left 


* Be sure to connect the speaker cords correctly. speaker 


@ Arrange the coaxial cable as il- 
lustrated. 


Outer shield Inner 
(Braid) conductor 


RG-6 {5C-2V) or RG-59 (SC-2V) 


@ Close the cover. 


@) Open the antenna adaptor. 
Press the claws in the direction 
of the arrows with the fingers to 
release the lock and pull out the 
cover. 


Right 
speaker 


@) Insert into the slit on the clip. 
Fasten the bands A and B, using 
a pair of pliers. 


rasan a ate ne RE EEA Ta, eco ree ratte 
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Cassette deck / Amplifier section The power will go on when keys marked with 


: 
an asterisk (*) are pressed, even if it was off be- 


SEUNG oy 


*(} EJECT key 


Remote sensor 


[e] REC (record) key/ 


fore the key was pressed. 


[>>| A side fast-forward 


key 

B side rewind key 
[<<] B side fast-forward 

key 

A side rewind key 


CCRS indicator 


Al TIMER key »[P23| 


indicator CCRS select ke 
¥ 

REVERSE MODE select key Display »[P26| 
DOLBY NR {noise reduction) switching key »{P30| 
select key »{ P7 | @ STOP key Batt 
* Input select keys * b) Play A side 

TAPE: Play tape (forward play} 

TUNER: Tuner and * [a Play B side 

band select (reverse play) 
CD: Play CD VOLUME knob/indicator 
AUX: Play AUX fi! PAUSE key 
POWER key 
STANDBY indicator 
ACOUSTIC knob »([P27\ 
PHONES jack 
Tuner / CD player section 
CD repeat key CD tray OPEN/CLOSE key 
+ (P17) 
Auto Seen net : : re ines PEL 
» . ne | DOW P.CALL UP DOWN TUNING uP 
AUTO/MONG A-PTES AEFEAT mn ~~ 
select key » eee oe a x __| TUNING / uP, DOWN 
es rs = ee When set to TUNER: 
ww) channel select key 


TIMER SET key— —~ = 
» [p28] 


N.B.circuit key 
* >] CALL (UP 
»/P27\ 1/P.c (UP) 


When set to CD: SKIP key 


CLOCK SET key » O/P.CALL (DOWN) When set to TUNER: preset station (UP) key »{P14\ 
women When set to TUNER: preset When set to CD: PLAY/PAUSE key »{P16| 


station (DOWN) key 
When set to CD: STOP key 


3 SORDaie RG ae Paani ere reese eee 


Display section 


Tone indicator +{P27\ 


FM stereo auto mode indicator »(P14| 
FM stereo indicator »[P14| 


Tuning indicator 


(] PLAY CD track number display 
ft] PAUSE Tuner preset number indicator 


Sleep timer indicator » 


— a a 


jE A TC ucie 7 2 9 10 (CME) 
C0 ED ea raigsass|O CE) 


-— 


0 bi B 


ge rere 


AG oars PGM ONE ALL RANDOM (7%) 


RANDOM mode Timer/Al timer [7] [2] 
EDIT mode indicators »[P24| Widener »(Pi7\ indicators »{P28| 
REPEAT-ALL on i TIMER RECORDING mode 
TRACK mode indicator +{P16| erences 2 indicator ¥{P29\ 
tracks) indicator » x Cee es 
PROGRAM mode indicator »/P18| Lewd | DOLBY NR (noise reduction) indicator »[ P7 | 
REPEAT-ONE {repeat one REVERSE mode indicator 


track) mode indicator »(P17\ 


When set to CD: 
total time indicator 


{when CD is not playing) 
Current track time indicator 
When set to CD: : 
— — hen CD is pl 
BE ZV-IT De | ton cs laying 


\f ish me MHz 


Program number 


When set to TUNER: 
tuner frequency indicator 


track number Ae i WALKA 


When set to tuner: i f wa) if J 
tuning band indicator 


Time indicator 
Tape counter » (P30) 


Back panel 


AUX terminals 


Antenna terminals 


Speaker terminals 


U.K. and Europe 


Insert two AA-size (R6) batteries as indicated by 
the polarity marking. 


—— kx Remote control light 
sensor 


Plug the power cord of the system into an AC wall out- 
let, and press the [POWER |key to turn the power on. 
The remote control unit is effective only in the range 
shown in the figure right. 


Approx. 6 m 


- When two operation keys on the remote control 
unit are pressed successively, press each key se- 
curely reserving an interval of more than 1 sec- 
ond for each press. 


- ACOUSTIC select key (ASLC key) 
* Natura! bass (N.B.) circuit key 


POWER key Input select keys 


Tape deck operation keys 


timer key » 
(EDT TUNER mumerielceys 


REPEAT key 


CD/tuner section operating keys 


PROGRAM CLEAR key 


+[Pi3\ key 


CD tray OPEN/CLOSE key 


mode key »(P24\ 


Volume control keys 


PROGRAM CALL key 


[___] Names in boxes refer to keys only available on the remote control unit. 
Notes: 
1, The supplied batteries are intended for use in operation checks. Therefore, their lives may be shorter than ordinary batteries. 


2. When the remote-controllable distance gets shorter than before, replace both batteries with new ones. 
3. Malfunction may occur if direct sunlight or the light of a fluorescent lamp using an inverter enters the remote control light sensor. 


In such a case, change the system installation position to prevent the malfunction. 


nl 


- This unit has a built-in clock. As soon as you start using the unit, you os 
should set the current time on the clock in order to ensure that the timer | turn on the power. oe 
functions work properly. : = 

- In the event of a power failure, or when the plug has been removed from | 
the power outlet, the clock display will blink to indicate that the time 


should be reset. 


coon 


Note: the timer cannot be used unless the time has been set. 


ce Time display will blink. 


Use the [<<] and >>] keys to set the time. 


* Toincrease the minute setting, press the UP key once. The 

minute setting will increase 1 minute each time the key is 
pressed. Holding the key down will cause the minute and 
hour settings to increase quickly. 
To decrease the minute setting, press the DOWN key 
once. The setting will decrease 1 minute each time the key 
is pressed. Holding the key down will cause the minute and 
hour settings to decrease quickly, 


» When the current time has been set, press the "CLOCK 
SET” key again. 


The time display will stop blinking. 


Insert the miniplug on the headphones into the 
PHONES jack on the unit. Use headphones 
equipped with a stereo miniplug, or use a stereo 
miniplug adaptor. 


Remote control unit 


When the volume is changed using the remote control 
unit, the indicator lamp an the dial will flash on and off 
as the volume knob rotates. 


One-touch operation system 

With the convenient one-touch operation system incorporated in this unit, the power can be turned ON and play can 
be started automatically by simply pressing a single key such as an input selector key. 

The one-touch operation system is interlocked with the following keys. 

@ Input selector keys: “TAPE”, “TUNER”, “CD” and “AUX” keys. 


@ CD play keys: [P/ilikey, OPEN/CLOSE key {This key turns the power ON.) 
key turns the power OWN.) 


FM stereo indicator 

: - When an FM stereo broadcast is received, the unit au- 
: tomatically switches to stereo mode and the dis- 
| play appears. 


Preparations 
weanient Press TUNER. The power will 
go an and the unit will change 
to tuner input. 


: If the signal is weak or there is a lot of static, you can rae k 
. . . - ~ LIgnts during stereo reception. 
improve reception by pressing the |AUTO/MONO] KGY  -Auiornatid-stardo reception ighis wilsnasteionlé 
to change the unit to MONO (monaural) mode. mode nl | received. 


radio. broadcasts: __Direct tuning of radio stations... 


asic ica asad 


ETERS arena re eee Oe 


mae aS 


“(Remote comtrol only} 


=a . ——= lf you know the frequency of the desired station, it can be 
received directly by inputting the frequency using the nu- 
meric keys. 


Bracks o a eee Select the broadcast band. 


- Press the TUNER key to switch between AM and FM bands. 
* The unit will toggle between these two bands each time the 
key iS pressed. 


Hl Select the station. 
Input the frequency of the desired 


station by pressing the numeric 
keys. 


The unit will scan up or down the dial (depending which but- 
ton was pressed) and will stop when it finds a station, 
* To continue searching, press the key again. 

When the unit appears to be having difficulty locating a sta- 
tion, press the UP or DOWN key lightly (without 
holding the key down). Each time the key is pressed, the fre- 
quency will change one step. Keep pressing the key until the 
desired frequency is reached. 


Fallow the instructions on page 15 to preset the desired stations in memory. —— 


i Select the desi red preset station. Each pe te PAL UP key on the unit The number of the current sta- 


or the[P.CALL| key on the remate control tion will appear on the display. 
unit is pressed, the unit will cycle to the 
next preset station. 


Main Unit Display 


- By pressing the Gi key (/P,CALL|DOWN key) on the 
unit stations can be selected in reverse order (15 
—+14—- 13 and so on}. 


Ir 


AS oe 


uto preset (main unit only) ——.-~-— 


Select the broadcast band. 


Press the A.PRESET (automatic 
preset) key. 


rs 


[i Call up the henuniber for ihe sun 
you wish to change. 


Binks 


+ Press the P.CALL UP key until the pre- 
set station that you wish to change is 
tuned in, 


Display 


lf the broadcast band is changed, the preset number will 
disappear, but it is still retained in the unit's memory 


al preset. fusing remote 


Ke TUNING 1 


Press the P. MODE key {on the re- 


mote control unit). 


Blinks 
Display 


EArt CTR oT 


control unit only) -- 


The band will toggle between AM and FM each time the 
TUNER key is pressed. 


The unit will search the selected band and automatically 
store up to 15 stations into memory, after which it will stop 
automatically, 


“in some cases the unit will also mistake frequencies with 
powartul static for broadcast stations and store these as 
well. If this happens, use the preset procedure shown be» 

cw | ta change them t ta eet broadcast Sore: 


El Press ahe: A PRESET Paaieraaile 
preset) key. 


Starting with the number you have selected in I, hes unit 
will search the selected band and assign stations up to 


number 15. 
presat on the AM band 


ee 
ji]2]3]4j5]-----~ [15] 


* Select number 5. 
- Change the broadcast band. 
- Press A.PRESET key. 


ore 


AM FM 


wo on 
faf2{3|4] [s{6]---- 15) 


RN 


Ea. Press the P.CALL key to select the 
desired preset number. 


-« Press the key until the desired number ts displayed. 


Press the P.MODE key to set the cur- 
rent station to that preset number. 


Stons blinking 


Display 


Repeat the process. 
Repeat steps Hl through EM until all 15 preset stations are 
set as desired. 


CD tray 


g.tracks in-se 


f 


eon creer Fase Puy A Pa TINT 
Oe ean oC ee i CAC els Ste 


Let 


| 00 
Remote 
Main Unit Contral Unit 


To pause CD play. 


m/l 


Remote 


Main Unit 


uence. 
ME ee 
sath Racal 


as 


“odie 


@ Press the CD key. 


@) Open the CD tray. 
Display 


Total tme 


OPEN /CECRE 


@) Place a CD on the tray. 
@) Close the tray 


Total number of tracks 


(TRACK mode)}.——---~ ie os SEE 


“s+ Even when the key is pressed while the power is OFF, the 
power will come ON and “ | 77” will appear in the display, 
and then the CD will begin playing. 


eo! 8Bes 


12744 
8753910 
441424 


Elapsed time of track currently being 
played 


The track currently 
being played 


TRACK made: 

used when no tracks have been programmed (in other 
words, when all tracks on the CD are being played in or- 
der from the beginning}, 


- To cancel the pause status, press the “D00"(or »/m) key 
again. 


«. When CD play is stopped, the display reverts to the total 
number of tracks and total time. 


12344 
id 4 Ya ne st 
TRACK iv=¢ 


tracks} 


Sra ee ate on emntes Una 
a st Siig: ioe 


g the numeric keys (remote.control only) 


GonGhee MR Eat ge RNIE acer eth cece aa coea ie tage ena 


if the PGM mode indicators is lighted, press the P.MODE key. 
Mi Press the key (s) for the track No. 


Examples of input 


t Track No. 15 (£701 &] 
Track No. 20 :[+ 79] fo] 
The selected track and also the tracks located after it will be 
t 


played back. 


(1| To start listening: to the tracks in order sartinie with a certain deacke (skipping 
tracks). 


‘-’ Each time the “mi” key is pressed, the unit will move to 
the beginning of the next track. 
es When the “Ké<" key is pressed, the unit will move to the 
Main Unit Control Unit beginning of the current track. Each time the key is pressed 
SIRES EET Feist a cea again after that, the unit will move to the beginning of the 
previous track. 


To listen to previous or subsequent tracks (searching for tracks). 


gals uihaneal : ‘ When the “pei” key is held down while playing a CD, the 
unit will move forward through subsequent tracks. 
F - When the “Met” key is held down while playing a CD, the 
Remote ; : : 
Main Unit Conivol Unit unit will move backward through previous tracks. 


Hold down the [ee] or (hed) key. 


The REPEAT key allows you to play a desired track again or sia the tracks in random order. 


Seats Berean er REE ASTIN TIN AABN RAR LINBO Etat ab NAA fab Rabel ote ASS Sie AEGIS IAEA 


Mi Repeat/Random play. 


REPEAT oe ne * Each time the REPEAT key is pressed, the unit cycles 
CC CO through the following modes: 
Remote 
Math Unit Contral Unit 
oe EP oT EE TEE ONE oo silva dcicapeuieeaealh 
ALL oo... seve Plays all tracks on the CD again. In pro- 


gram mode, plays only the programmed 
tracks in the programmed order. 


RANDOM ........ Plays ali tracks on the CD in random order, 
- lf the random mode is selected, the 
program mode Is canceled. 


ORF vctudendteseaducus Returns to normal play mode. 


thon PRRRIE BARKDES 7 


When playing CDs, you can program any desired tracks to 
play in any desired order. This mode is called program 


mode. To do this, you must be in programmed play mode. 


Preparations 


»[Pi6| 


Mscoteg: seeemncots 
ne 


Press the CD key. 

Open the CD tray, 

Place a CD on the tray. 

Close the tray 

If the CD is currently playing, press 
the “ai key to stop it. 


egramming Tracks (Remote Control Unit Only). 


Press the P.MODE key to enter program mode. 


Blinks 


Pragram mode indicator 


Select the desired track 


Example 


To program track Nos, 20, 15, 9, and 11:Press numeric keys 
[£10] , (+ 10], 0}, 70), [5], (9). 10), and [4] in this order. 


Track Ne. Program number 


] 


In 2 sec. 


Track No. Total playing time of programmed tracks 
*- Up to 20 tracks can be selected, When the 21 or more 
tracks are selected, FULL is displayed. 
+ If you made a mistake, press the key and select 
the correct track. 
+ The playing time is not displayed if a track with track No. of 
23 or more has been programmed, 


Repeat steps [2] to program any other desired tracks, You may program up to 20 tracks. 


P.CALL 


Main Unit 


uP 


00 


Control Unit 


moog man} a 
u wari te 
Remote > The tracks will be played in the programmed order. 


> df the “pri" or “wea” key is pressed while the pro- 
grammed tracks are being played, the unit will move to the 
next programmed track in that direction. 


CAUTION: Pressing the “m” key again while the CD is 
stopped will erase the current program. 


STERN AE RRR SR SC ICO EES IO AAO ona Ce Re a aa Rana re 


The program can be checked, changed or added to 
only while the CD player is in the stop mode during 
program mode. 


Preparations 

+ Prass the “mi key to stop the CD from playing. 

* CAUTION: if the CD is already stopped in program 
mode, pressing the "m” Key agate will erase the current 
program. ion * 


To check ‘the tracks that 2 are cavents Srodisinied: press P. CALL to > call up 
the program. 


+ The programmed track numbers will be displayed in se- 
quence each time the key is pressed. 


To program a different track, use the numeric keys to enter the desired track. 


* Display the program No. to be changed, then enter the de- 
sired track No. using the numeric keys. 


M Toclear tracks from the program in pop. ° 


Example 
To change the second track in the program to track 
No. 10:Press the “P.CALL” key twice, and press then [o]. | 


Clearing from the last track 


ogramming additional tracks {remote control unit only) 
Enter the track to be added. 


When the numeric key is used to select an aditional track, 
that track will be added to the end of the current program. 


Toe erase the current Biagramy use any of ‘the follow- | 


ing methods: 

@ While the program is stopped, press the “m” key again. 
@ Press the “OPEN/CLOSE” key. 

@ Press the P.MODE key. 


20. 
- Insert the cassette tape. 


Toggles between these modes 
each time the key is pressed. 


Playing direction 


I a RS a RS PP A RP 


@ Open the cassette 
compartment. 


29 Press. 


@) Insert a tape in deck. 
@ Close the cassette 
compartment. 


NEP ARIS Amma UASAN atin end Hee aE eee 


e tape (PLAY). 


One side of the tape will ba played 


once. 


.. Both sides of the tape will be played once, 


if playing is started tram the side B, it 
stops after only the side B is played up 
to its end. 


..Bath sides of the tape will be playad 


over and aver again. 


AEST Talal Tate as ag ea UREN a yy aT 


insert the tape as shown atleft. O@@® 

For the purposes of this manual, we will call the side 
facing you (the upper side) “side A” and the other side 
(the under side) “side B.” Playing or recording side A will 
be called “forward” play/recording; piaying or recording 
side B will be called “reverse” play/recerding. 

There is no need to set the type of tape being used (nor- 
mal, chrome or metal}, as this will be automatically de- 
tected by the unit. 

Make sure the tape is tight before you insert it, as 
shawn in the figure below. 


Sets the unit to play tapes recorded in DOLBY NR {noise 
reduction} mode (see Page 7). 


The same operation is also possible on the remote control 
unit. 

When the “[>” key is pressed, side A will be played, 
When the “<1” key is pressed, side B will be played. 


Press the STOP key. 
Do not press the “#"key when the tape is running. 


“pe" key: used to fast-forward side Avrewind side B 
” «tal key: used to fast-forward side B/rewind side A 


When a tape is inserted, the indicator larnp 
on one of the PLAY keys will light to indi- 
cate the playing direction. 


- Even when the power is turned off, it remembers the last tape playing 


direction. However, if the power cord is disconnected, the direction is 


automatically reset 


to [>. 


poe PLAY 


To change the tape playing direction, insert the tape and press the 


desired PLAY key and then use the “m” key to stop the tape. 


Side B (under side] Side A {upper side) 


DPSS stands for Direct Program Search System. Using 
the DPSS function on this unit, you can skip tracks on a 
tape or listen to the same track over and over. 


Skipping tunes 

When you select a tune several tunes after (or before) 

the tune that is currently playing, the unit immediately 

skips to the beginning of the selected tune. You may 

select up to 16 tunes in this manner, 

Playing the same tune over 

Select the same tune as many times as you wish to 
+ hear it {up to a maximum of 16 times). 

Dash and play 

When there is more than 10 seconds between tunes, 

the unit will fast-forward to the beginning of the next 

tune. 


Space between tunes {unrecorded section) Space batween tunes (unrecorded section) 
Playing direction 


detening ‘a: a winter t tune 2 (while another tune is splavinal: 


<< be - For example, to play the 4th tune after the current tune, 
C= Te) & coon press 4 times. 
Remote - When the B side of the tape is being played (the <J direc- 


Main Unit Conte) Unit tion}, press the “~@" key. 


When the A side of the eee is being played (the [> direction) 


Listening to an earlier tune (while another tune is playing). 
* To listen to the current tune from the beginning, press the 


~t<4 > 
S| | acd "ta key once 


aaois - To listen to the 4th tune before the previous one, press the 
Main Unit Contro} Unit " «t<@” key 5 times, 
sie ianccee tt sae - When the B side of the tape is being played (the <I direc- 
When the A side of the tape is being played (the [> direction) tion), press the “p»" key. 


Listening to the same tune over and over again (while that tune is playing). 


- Press the key of the currently running direction once. After the same tune has been played 16 times, the mode 


“t a. | ~ will revert to normal play mode. 
C=[r] a - Skipping operation is not available while playing the same 
Remote track over. 
Control Unit * To cancel the repeat play in mid-operation, press the “mi” 


Main Unit 
key on the deck, or press the “>” key (or the “<1” key if the 


When the A side ct the tape is being played ithe D direction) B side of the tape is being played). 


: Dash-and-play (main unit only) 
‘ Press the “«4" and “pr” keys simultaneously, ei- 


; : ; ie * When there is mere than 10 seconds between tunes, the 
ther while the tape is playing or when it is stopped. 


unit will fast-forward to the beginning of the next tune. 

* The unit will not fast-forward in the case of the first tune on 
the flip side. 
Skipping operation is not available during dash-and-play. 


Notes: 
The skip and repeat operations may not work for the following types of tapes: 


* Tapes of conversations, comedy or the like in which there are pauses of 4 seconds or longer 
* Tapes of classical music or other types of music which contain very soft sections or silences 
* Tapes with loud static or applause between tunes 


wh 


“Se 


Start recording. 


To stop recording. 


Insert a cassette tape. 

Select reverse mode (either to record 
both sides once or to record one side | 
oniy). : 

Select Dolby NR if desired. 

Select the direction of tape 
movement: A (forward) or B 


(reverse). 


~ Soyer 


serie ; ‘dea ‘ negate ls wae tiene ote neneetoityt watt te 
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agen aie oo atta Pee a Rises 


- "TAPE" cannot be selected. 

* When “CD"has been selectea, press either the “O”key or 
“Pit” key in the CD section to stop (or pause} the CD if it is 

Main Unit OC) playing. 


@ Start the source for recording. 
@) Press the REC key. 


ze 


Remote 
Cc 


To pause recording. 


PAUSE aT | AEG = 
C at | ( } 
or 
Remote SSN 
Main Unit Control Unit 


enters the record-pause mode after creating a non-re- 
corded blank of 4 seconds. 
* To restart recording, press the REC key again. 


STOP 


S a 
L Remote 
Main Uni Control Unit 


Beat cancel 


When recording AM radio broadcasts, a high-pitched sound may be re- 


corded. This is caused by the interaction of the recording circuit and the 
signal. This sound can be minimized by changing the circuit as follows: 

@ Tune in the AM broadcast and then set to recording pause mode. 

@ Press the tuning UP and DOWN keys simultaneously. The circuit will be cha nged 
each time the keys are pressed in this manner, 


CD synchronized recording 

When recording a CD, it is possible to start or pause re- 
cording using only the CD keys, without having to press 
the keys in the tape section. 


Preparations 
@) Insert a cassette tape. 
@ Select reverse mode (either to record 
both sides once or to record one side 
only). 


@ Select DOLBY NR if desired. 

@ Select the direction of tape 
movement: A (forward) or B 
(reverse). 

Insert the CD to be recorded. 


co/AUX 


Remote 
Control Unit 


@ @ 


Q 


>/Il 


Asmote 
Control Unit 


>/il 


Remote 


Control Unit 


econ 


nase am 
eroneeeniet 


After setting the input to CD, stop (or pause) the CD from 
playing by pressing the °O” key (or the “f>11" key) in the 
CD section. 


Press the REC and PAUSE keys on the tape deck simulta- 
neously. 

When performing this operation on the remote contra! unit, 
press the "@” key and then immediately afterward press 
the “im” key. 


The unit will start recording as soon as the CD begins play- 
ing. 
When the CD has ended, recording will also stop. 


The CD will pause and the tape will record silence for 
around 4 seconds and then pause as well. 

To start recording again, press the “t>10" key again on the 
CD player. 


The tape will record around 4 seconds of silence and then 
stap. 

When the “m” key on the cassette deck has been pressed 
to stop recording, the CD will continue playing. 


Se aE Se a a See encase a manic tc memati cele ale whi nage eee beg ei 5 
Sonera SR ee et Tae tbc oe Oo Ea 


| 
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The edit function is used for editing tunes from a CD for recording them onto a cassette tape. Three types of editing 


are available with this unit, as described below. 


1. Normal edit 

When the recording time of the tape is entered, the unit auto- 
matically assigns tunes from the CD for recording them on 
sides A and B of the tape. For the end of side A, the tune which 
best fits into the remaining time on that side is automatically 
selected. 

: Editing is carried out for all tracks up to track number 22. 


If there is no tune available which can fit in the specified tape 
recording length, "NO FILE” is displayed and the edit func- 
tion is canceled. 


2. Program edit 

By programming iunes in advance and selecting normal edit 

mode, editing is carried out using the programmed tunes. 

+ If a track with a track number of 23 or greater is pro- 
grammed, that track will not be included in the editing pro- 
cess, 


3. Al edit 


This mode automatically makes sure that all tunes from a CD 

are recorded onto the tape. lf the CD recording time is longer 

than the tape, the unit automatically fades out the ends of each 

tune so that all tunes can be recorded. 

+  |f the tape is extremely short, all tunes from the CD may 
not be recorded. 


Fade-out 


Fade-out refers to a gradual decrease of sound level from 
the normal! to minimum at the end of music. 


Fade-out 


CD (track mode) 


4 10-second space is 
inserted. 


A 10-second space is 
inserted. 


CD {program mode) 


A 10-second space is 


A 10-second space is 
inserted, 


inserted. 


A 10-second space is 
inserted, 


A 10-second space is 
inserted. 


EDIT key 


In the CD mode, the display changes one by one as shown 
below every time the EDIT key on the remote control unit is 
pressed: 


Normal EDIT 
Program EDIT 


Al EDIT 


Insert a cassette tape. 

Select reverse mode (either to 
record both sides once or to record 
one side only). 

Select DOLBY NR if desired. 

Select the direction of tape move- 
ment: A (forward) or B (reverse). 
insert the CD to be recorded. 


w&dited Recording (Remote Control Unit Only) -- nn 
Change the input to CD. 


After changing the input to CD, stop CD play by pressing 
the “m” key on the CD unit. 
To edit the program for recording, enter the desired pro- 


gram. » (Pi) 


- Edit mode will change each time the “EDIT” key is 
pressed, 

- If the next step is not performed within 8 seconds, edit 
mode will be canceled. If this happens, press the “EDIT” 
key again. 


Set the tape length (total recording time for both sides). 


Input the two - way recording time of the tape. 
Use the numeric keys of remote control. 
C-30 tape:[+ 10] [e] 
C-46 tape:[+ 10] 
* Editing will begin autamaticaliy. When editing has been 
performed for both A and B sides, the display will 


stop blinking. 
wA- C208 | — 
Remaining tima on A ss Remaining time on & 
side is displayed side is displayed 


After several seconds 
\ 


+PRD! O60 
Pause recording. ou 


» Press the “@REC” key (Recording key) in the tape section 
and then immediately press the "tr" key 


Start playing the CD. 


+ Recording on the deck will begin and the CD will begin 
playing. 

+ When recording on the A side has been completed, the CD 
will pause and the tape will be fast-forwarded until the end 
of that side. 

- After the tape has been advanced for 10 seconds at the 
beginning of side B, recording of side B will begin. 


“rie 


toed” 
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CCRS function description 

The CCRS (Computer-Controlled CD Recording System) 
makes the following convenient recordings possible by set- 
ting the optimum tape recording level for the specific CD to be 
recorded and starting recording automatically. 


Preparations 
Insert a cassette tape. 
Select reverse mode (either to record both 
sides once or to record one side only). 
Select DOLBY NR if desired. 
Select the direction of tape movement: A 
(forward) or B {reverse). 
Insert the CD to be recorded, 


Neates 
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a 
Ei Select the CD input. 


* After selecting the CD input, press “Ol” in the CD section to 
stop the operation. 


CCRS EDIT recording 


lf the actual length of the tape is longer than the recording 
time entered in EDIT mode: 
After recording of the tunes for side A is completed, the 
tape is forwarded to the end of side A and recording 
Starts again at the beginning of side B. 
lf the actual length of the tape is shorter than the recording 
time entered in EDIT mode: 
The tracks stili remaining at the end of side A are left 
unrecorded, and recording at the beginning of side B 
Starts with the first track edited for side B. 


When the key is pressed, the 
Neck oon » CD is played and the optimum re- 
Lov] | ry cording level is selected automati- 

—> <> —v cally. After the recording level is set, 

recording automatically starts. When 

recording reaches the end of side A 

Quick blinking while detecting Slow blinking while re- Lit when recording cam- of the tape, the tape automatically 

recording level cording pleted reverses and continues recording on 

LTT TTT TTTTTTTDS ini, Dh 
CCRS setting is canceled by pressing the OPEN/CLOSE key of the CD player, or ”“& "key on the cassette deck. 
During CCRS operation, keys other than “O” on the CD player, “DISPLAY”, and “m” on the cassette deck do not function. 


A 10-second space ; a 
Side A mae Side A p> 


Erased if the length is 
5 minutes or lass. 


RT | 
Auto 
reverse 


A 10-second 
space 
» Auto reverse 
Starts from a posi- A, 10-second space 
tion 10 seconds sae 
batore the ‘aaint 8 If the length of the last tune The tune interrupted at (5 inserted after 
itera the tapes A 10-second space is in- onside Bisless than 5min- the end of side Ais re- the tape direction 
Posahend serted after the tape di- ites, that tune is erased. corded from the begin- ‘everse. 
: rection reverse, ning. 


SideB 


m@ | ACOUSTIC) knob 


(ASLC...Acoustic Sound Level 
Control) 


The ACOUSTIC control circuit can be changed to alter the char- — 


acter of the sound. Abjust ACOUSTIC knob with ACOUSTIC set 
to ON, the sound field will be broadened to give the feeling of 
being surrounded by sound, 


m [NB CIRCUIT] key 


When listening at a low volume, the human ear has difficulty 
hearing both low and high sounds. The circuit used to correct 
this is called a loudness control circuit. This unit is equipped 


with a| LOUD] function for loudness control and an |EX BASS 


function that gives rich bass sound. 


+ 
Provides a rich bass 
OFF | At the same time, the acoustic contro! circuit is 
also activated. 


[ASL] + 
Emphasizes low and high frequencies for a fuller, 
more natura! sound even at low volumes. 
At the same time, the acoustic control circuit is 
alsa activated, 


Only the acoustic contral circuit is activated. 
Adjust the level with the ACOUSTIC control knob, 


Toggles between these in the order shown above each 
time the key is pressed. 


* By combining the ACOUSTIC circuit and the NB CIRCUIT 
functions, you can experience a variety of sound variations. 


During recording 


The effects obtained with the acoustic control circuit and 
NB circuit cannot be recorded with the sound, 


Setting NB CIRCUIT. 


N.B.CIRCUIT CIRCUIT 


Main Unit Control Unit 


The set mode is lit 


Paha pro tigen OA TO 


a Setting ACOUSTIC. 


* After having set the NB CIRCUIT key, adjust the ACOUS- 
TIC control knob. 


control circuit. 


» 


The timer of the system can be used for the following functions. 


(The functions change one by one as shown below every time the} Al TIMER ]is pressed.) 


Normal TiIMO@r occa Starts receiving broadcast, or playing tape or CD at the specified ON time, and switches power 
| OFF at the specified OFF time. 
Recording Timer ........eccee Recording of the station being received at the time when the power was turned OFF is started at 
OFF J the specified ON time, and the power is turned OFF at the specified OFF time. 
Al Timmer 1]... ccseseesreeseeeees When the power is switched ON at the timer ON time, the sound level will increase in 4 stages, 
providing a wake-up effect like an alarm clock and switches power OFF at the specified OFF time. 
* The volume dial moves. 
uF * The maximum level cannot be changed. 
Al Timer [2] cc ccccceccseseereseres Functions only for playing CD. 


When the power is switched ON at the timer ON time, the sound level will increase in 4 stages. 
Then maximum level can be set in advance by volume. 

* Switches power OFF at the specified OFF time. 

* Then volume dial does not move but only the sound level changes. 


Sleep Timer ..... uae Switches power OFF after a set time period has elapsed. If set before you go to bed, power can 
be switched OFF automatically even after you fell in sleep. 
he itonl 
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4 * Press the TIMER SET key. 
Set the ON time. - The ON time is displayed. 


" Toincrease the minute setting, press the UP key once. The 
minute setting will increase 1 minute each time the key is 
pressed. Holding the key down will cause the minute and 
hour settings to increase quickly. 

- To decrease the minute setting, press the DOWN key 
once. The setting will decrease 1 minute each time the key 
is pressed. Holding the key down will cause the minute and 
hour settings to decrease quickly. 


Press the TIMER SET key. 
The OFF time is displayed. 


- Adjust the setting in the same manner as for the ON time. 


* The OFF time ts displayed for approx. 2 seconds and then 


TIMER SET the original display returns. 


(RLS) me TU} 
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Checking the time setting 


* Press the TIMER SET key. 
* The display changes every time the TIMER SET key is 


pressed as shown right. 


ON time blink 


Raturns to the origi- 
nal display after the 
OFF time is dis 
played. 


OFF time blink 
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3 TIMER RECORDING: the last station to be tuned in is re- 
Preparations 


corded 
@ Turn the power on. = 
+{P28\  & setthe oa and OFF times. z 
, 2 SRCAEL JE lvibaick using 1 9 the timer _ ie ee ee 
0 Set the jnput source. 3 When Al TIMER H is set, adjust the 


volume dial. 


In the Al TIMER [2] mode, the 
CD playback is selected. 


Stop playing a CD or a tape. 


Select the TIMER mode. 


=a) changes each 


time the key 
is pressed 


Insert the tape on which the » The power will go on automatically and recording will begin 
broadcast is to be recorded. when the set time is reached. 


Press 2 
times 


e SLEEP Timer { iat Control Unit Qnly) 


peeing 


ba) eoediaat the SLEEP t time The time will be reduced in 10-minute increments each 
time the key is pressed. 


- If the key is not pressed within 10 seconds, the previous 
display will reappear. 

- When the set amount of time has elapsed, the power will 
go off automatically. 

- When the SLEEP timer is on, the power will not go off even 
if another timer OFF time is reached. 


90 > 80 > 70 =r 0 * To cancel SLEEP timer mode 
@ Either press the SLEEP key until the remaining time display 


The remaining time decreases every shows *0"; oF 
time the SLEEP key is pressed. @ Press the POWER key to turn off the power. 


DISPLAY key is pressed . 


eee eee eee Je sehetaata tata tt 
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* Toggles between the modes shown below 
rently playing 


Example: When a CD is playing Normal display 


345 


When DISPLAY key is pressed: 


PAF Die ait 


TRACK ce? 


When a tape is playing 


24S 


When receiving a radio broadcast 


) Gs (TO 


Current time 


When DISPLAY key is pressed: 


Tape counter 


When DISPLAY key is pressed: 


gS SS ALAS goths ceveieerieeial ects chieadss: deat ete a ee as 


Held dawn * When the “™” key on the deck is held down for 2 seconds 
for 2 or more while the tape is stopped, the tape counter will be 


seconds or | reset to “OOQ00”. 
more 


What appears to be a malfunction may not always be serious. If your unit should not perform as expected, consult the 


table below to see if the program can be corrected. 
Amplifier, speakers section 


Sound is not output. * The speaker cords are disconnected. 
* The volume dial is set to the minimum 
position. 
* The headphone piug is left inserted in 


the [PHONES | jack. 


Tuner section 


Radio stations cannot be re- No antenna is connected. 


ceived. 


* The frequency of the desired station is 
not tuned. 


Cassette decks section 


The head is dirty. 

Tape is irregularly would and hard to take 
up. 

A non-recorded tape is being played. 


Sounds is not produced when the 
Play key is pressed. 


DPSS malfunctions. The tape is not suitable for DPSS opera- 
tion, for example the spaces between 


tunes are too short. 


Connect them properly. (Refer to page 9.) 
Adjust the volume to a proper level. 


Remove the plug, 


- Cannect an antenna properly. (Refer to 
page 8) 

* Tune the unit to the desired frequency 
correctly, 


Clean the head. (Refer to page 6.) 
Replace the tape. 


+ Play a recorded tape. 


* Read page 21. 


Sound is hoarse, or high frequen- | * The head is dirty, * Clean the head. (Refer to page 6.) 
cies are not audible. * The tape is stretched or wrinkled. * Replace the tape. 


The protection tab on the cassette has 

been broken. 

* The cassette holder is not closed com- 
pletely. 

* The TAPE input selector has been se- 
lected on the amplifier. 

* Tape has been fully wound to a reel. 


Recording is not initiated when | : 
the Recording key is pressed. 


Noise level is high. * The head is magnetized. 


Sound is vibrating. * The capstans of pinch rollers are dirty, 
* Tape is irregularly wound. 


CD player section 


Disc has been placed but it can- [| ° 
not be played. 


The center of the disc is not aligned with 
the turning center correctly, 

The dise ts placed upside down. 

The disc is very dirty. 


The disc is scratched or damaged, 
Dew is condensed on the optics lenses. 
Sound skips. The disc is dirty. 


* The disc is scratched or damaged. 
* Vibrations are applied to the CD player. 


Notes: 


- Close the hole. (Refer to page 6.) 
* Close the cassette holder completely. 


* Press the input select key of the source 
to be recorded. 

* Change the tape transport direction of 
Deck or insert the tape inversely. 


» Demagnetize the head. (Refer to page 6.) 


* Clean the head. (Refer to page 6.) 
* Wind the tape regularly by fast forward- 
ing and rewinding. 


* Set the disc properly as shown in the fig- 
ure on page 16. 

* Place the disc properly, with the labeled 
side up. 

* Clean the disc then play it again. (Refer to 
page 6.) 

* Replace the disc. 

* Read page 7. 


Clean the disc then play it again. (Refer to 
page 6.) 

- Replace the disc. 
Install the system in a place which is not 
subject to vibrations. 


1. With some tapes, a squeaky noise is produced when the tape is stopped automatically. This is due to the tape protection function, 


and not a maifunction. 


2. Do not use 110-, 120- nor 150-minute tapes, for these tapes are too thin and get easily tangled. 
3. As this unit employs microprocessor, the unit sometimes malfunctions due to external high-level interference, At that time, press 
the POWER key to turn the power off. Disconnect the power cord. Then, while pressing the AUTO/MONO key and A-PRESET key, 


connect the power card to reset the unit. 
(VVhen the unit is reset, the memorized settings are erased. ) 


Center unit 
a2. Amplifier section Cassette deck section 
- : Rated power output WVDG 22 eatetccscr ete area cend 4 track 2 channel 
ie For U.S.A. and Canada : . Recording system ........ AC bias (Frequency: 105 kHz) 
15 watts per channel minimum RMS, both Channels Heads Playhack/recording head ............sssssssosessesee 1 
driven, at 6 Q from 100 Hz to 20,000 Hz with no more Erasing Oa :cassceciiscntassececichecceavecsstss atc stacdey Seccocevueds 1 


than 5% total harmonic distortion (FTC 


For U.K. and Europe IM Or ial tices ceatacceceoceite ta taccicteccsee tenes 50 Hz to 14 kHz 
(DIN) 1 KHz at 6 Quo ees 15W+ 15 W CrO2z/Metal tape ..........ccccseescesseeees 50 Hz to 15 kHz 
HEC) T KHZ at 6 Oui ececcssesceseesereenene 15 W + 15 W Signal to noise ratio (DOLBY NR ON) .............--- 58 dB 

For other countries Wow & flutter .............::::cccsccscsseesereee 0.08% (W.R.IMLS) 


{EIAJ) 1 kHz at6 Ooo weeeeeeee 18 W + 18 W 
Total harmonic distortion {1 kHz, 3.3 W, 6 Q)...0.05% General 


Frequency response ..........cssesssseees .. 20 Hz to 20 kHz Power CONSUMPTION .........:0:c::csececeesssersesesees See below 
Dimensions ............... 175(W) x 204(H) x 237(D) mm 
Tuner section IV OGG sisters te csstashancstigeiedre ana usspadiecdeceatedas. 4.2 kg 
FM Tuning frequency range ...87.5 MHz to 108.0 MHz 
AM Tuning frequency range ...........-...-----. See below. Speakers 
EVENS sesiasi serstisiecee tices 2-Way system, bass-reflex type 
CD player section Rated impedance .,...........:..:esccesssssssscsessesessonenesencess 6Q 
LASOR Asse oieeettehceece ee wrsreeeeeens OEMICONdUCtOr laser Maximum input level ..........::cscccscsescsssessscscesnses 25 W 
Frequency response ............s:.0+ceseneeese 20 Hz to 20 kHz Output sound pressure ........cccccsesssssessees 88 dB/W/m 
Signal to noise ratio ..............:000. higher than 80 dB Frequency reSPONse ..........s:ecssssscsecenees 80 Hz to 20 kHz 
Wow & flutter .......0..200 under the measurable limit Dimensions................. 126{W) x 204(H) x 205(D) mm 
WGIQHE wisi eedi eves oe cite eke conc KY 


Power consumption of inner amplifier .... 15.5 V,0.6 A 


: 45W 


CANADA 530 kHz to 1710 kHz 
AUSTRALIA =| 8381 KHz to 1602 KHz 


EUROPE 531 kHz to 1602 kHz 
KENWOOD follows a policy of continuous advancements in development. For this reason specifications may be changed without 


530 kHz to 1610 kHz (10 kHz STEP Area) 
natice. 


OTHER COUNTRIES 


931 kHz to 1602 KHz (9 kHz STEP Area) 


For the U.S.A. 
FCC WARNING 
This equipment may generate or use radio frequency energy. Changes or modifications to this equipment may cause harmful interfer- 
ence unless the modifications are expressly approved in the instruction manual. The user could lose the authority to operate this 
equipment if an unauthorized change or modification is made. 
NOTE: 
This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to Part 15 of the FCC Rules. 
These limits are designed to provide reasonable protection against harmfui inleiference in a residential installation. This equipment may 
cause harmful interference to radio comrnunications, if it is not installed and used in accardance with the instructions. However, there 
is NO guarantee that interference will not occur in a particular installation. If this equipment does cause harmful interference to radio or 
television reception, which can be determined by turning the equipment off and on, the user is encouraged to try to correct the 
interference by one or more of the following measures. . 

--— Reorient or reiocate the receiving antenna. 

-- Increase the separation between the equipment and receivor. 

-- Connect the equipment into an outlet on a eircuit different from that to which the receiver is connected. 
—- Consult the dealer or an experienced radio/TV technician for help. 


